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Informacije o proizvodu (EN)
YEALINK slušalice UH34 Lite Dual Teams

Tehnoteka je online destinacija za upoređivanje cena i karakteristika bele tehnike,
potrošačke elektronike i IT uređaja kod trgovinskih lanaca i internet prodavnica u Srbiji.
Naša stranica vam omogućava da istražite najnovije informacije, detaljne karakteristike
i konkurentne cene proizvoda.

Posetite nas i uživajte u ekskluzivnom iskustvu pametne kupovine klikom na link:

https://tehnoteka.rs/p/yealink-slusalice-uh34-lite-dual-teams-akcija-cena/
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UH34 and UH34 Lite

Yealink USB Wired Headset
UH34: Leather ear cushions     UH34 Lite: Foamy ear cushions

The Yealink UH34/UH34 Lite, available in monaural (UH34/UH34 Lite Mono) 
and binaural (UH34/UH34 Lite Dual), is a professional USB wired headset 
with crystal clear audio. The UH34/UH34 Lite offers a lightweight form factor 
that is comfortable to wear, even for an entire workday. It’s suitable for workers 
who spend a lot of time wearing headsets for voice communications. Provided 
with Yealink USB Connect software and Yealink Device Management Platform/
Cloud Service, you are easy to check the device information and upgrade the 
firmware of one or multiple UH34/UH34 Lite headsets.

Simple and Flexible Connectivity

Runs right out of box, a USB plug-and-play setup makes the connectivity to PC. You 
can enjoy a reliable call experience with soft clients. Perfect match with Yealink IP 
phones give you optimized audio quality.  

Unparallel Audio Experience

Made for calls and music, UH34/UH34 Lite is kitted out with a high signal-to-noise 
ratio speaker and independent cavity design. The passive noise cancellation cre-
ates a richer and clearer conversations with reduced background noise. 

Ultra-lightweight, All Day Wearing Comfort

Built for comfort with soft ear cushions and ultra-lightweight materials, the UH34/
UH34 Lite is 10%~30% lighter than other headsets in the same range. Its ergonom-
ic design makes this headset comfortable enough for long conference calls and all 
day use. 

UH34/UH34 Lite Mono Teams
UH34/UH34 Lite Mono UC

UH34/UH34 Lite Dual Teams
UH34/UH34 Lite Dual UC

Connection

* When you use UH34 in some uncertified communication platforms, as a minimum, it works as audio only.

Intuitive Controller

The hand-held controller with LED indicator provides easier access to key call con-
trol capabilities, including answer call, end call, reject call, and mute/unmute.  
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Specifications

Main Features

• Plug-and-play

 - USB connectivity to Yealink IP phones, includ-

ingT41S/T42S/T46S/T48S/T42U/T43U/T46U/

T48U/T53/T53W/T54W/T57W/T58A/VP59 (T41S/

T42S/T46S/T48S should be upgraded to version 

82 or higher)

• HD Voice/Wideband speaker performance

• Noise-canceling microphone and passive noise 

cancellation

• ActiveProtection technology safeguards users from 

acoustic injury

• Integrated LED indicator and warning tone

• 330° bendable boom arm for easy adjustment 

without breaking

General

• Headset cable length: 1.2 m (from headset to call 

control unit)

• USB cable length: 0.9 m (from call control unit to 

USB plug)

• Supported operating systems: 

Microsoft Windows® 7/8/8.1/10, Apple Mac OS

• Color: Black

• Weight: UH34 Mono: 82.5 g / UH34 Dual: 118 g

• Storage temperature: -30 °C to +70 °C

• Operating temperature: -10 °C to +50 °C

Microphone

• Microphone type: Uni-Directional ECM

• Microphone frequency response range: 

100 Hz-8 kHz

• Microphone bandwidth: Wideband

• Microphone sensitivity:  -44.0 dB re. 1 V/Pa

Speaker

• Speaker size: 28mm

• Speaker sensitivity: 93 dB SPL @1 kHz

• Speaker frequency response range: 20 Hz-20 kHz

• Speaker impedance: 32Ω, @1.0 kHz

• Speaker input power: max 10 mW

• Speaker bandwidth: Wideband

Easy Call Management 

• Answer/End/Reject/Hold a call

• Volume up/down

• Microphone mute

• Redial last outgoing call

Package Features

• Package contents:

 - UH34 Mono Headset or UH34 Dual Headset 

or UH34 Lite Mono Headset or UH34 Lite Dual 

Headset

(UH34 with leather ear cushions/UH34 Lite with 

foamy ear cushions)

 - Quick Start Guide

• Qty/CTN: 20 PCS

• N.W/CTN: UH34 Mono: 3.486 kg / UH34 Dual: 

2.87 kg

• G.W/CTN: UH34 Mono: 4.202 kg / UH34 Dual: 

3.576 kg

• Giftbox size: 170 mm*195 mm*63 mm

• Carton Meas: 345 mm*325 mm*400 mm

Compliance

IC

About Yealink

Yealink (Stock Code: 300628) is a global brand that specializes in video conferencing, voice communications and collaboration solutions 

with best-in-class quality, innovative technology and user-friendly experience. As one of the best providers in more than 140 countries 

and regions, Yealink ranks No.1 in the global market share of SIP phone shipments (Global IP Desktop Phone Growth Excellence 

Leadership Award Report, Frost & Sullivan, 2019).

Copyright

Copyright © 2020 YEALINK(XIAMEN) NETWORK TECHNOLOGY CO., LTD.

Copyright © 2020 Yealink(Xiamen) Network Technology CO., LTD. All rights reserved. No parts of this publication may be reproduced or 

transmitted in any form or by any means, electronic or mechanical, photocopying, recording, or otherwise, for any purpose, without the 

express written permission of Yealink(Xiamen) Network Technology CO., LTD.

Technical Support

Visit Yealink WIKI (http://support.yealink.com/) for firmware downloads, product documents, FAQ, and more. For better service, we 

sincerely recommend you to use Yealink Ticketing system (https://ticket.yealink.com) to submit all your technical issues.

YEALINK(XIAMEN) NETWORK TECHNOLOGY CO.,LTD.
Web: www.yealink.com
Addr: No.1 Ling-Xia North Road, High Tech Park,   

Huli District, Xiamen, Fujian, P.R.C
Copyright©2020 Yealink Inc. All right reserved.
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Ovaj dokument je originalno proizveden i objavljen od strane proizvođača,
brenda Yealink, i preuzet je sa njihove zvanične stranice. S obzirom na ovu
činjenicu, Tehnoteka ističe da ne preuzima odgovornost za tačnost,
celovitost ili pouzdanost informacija, podataka, mišljenja, saveta ili izjava
sadržanih u ovom dokumentu.

Napominjemo da Tehnoteka nema ovlašćenje da izvrši bilo kakve izmene ili
dopune na ovom dokumentu, stoga nismo odgovorni za eventualne greške,
propuste ili netačnosti koje se mogu naći unutar njega. Tehnoteka ne
odgovara za štetu nanesenu korisnicima pri upotrebi netačnih podataka.
Ukoliko imate dodatna pitanja o proizvodu, ljubazno vas molimo da
kontaktirate direktno proizvođača kako biste dobili sve detaljne
informacije.

Za najnovije informacije o ceni, dostupnim akcijama i tehničkim
karakteristikama proizvoda koji se pominje u ovom dokumentu, molimo
posetite našu stranicu klikom na sledeći link:

https://tehnoteka.rs/p/yealink-slusalice-uh34-lite-dual-teams-akcija-cena/
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